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2006 Chevrolet HHR 


1. The 2006 Chevrolet HHR is a takeoff of the Chrysler P/T Cruiser. The key 
used is the new Circle Plus key. Part # GMX-380C - Chevy Logo Part # GMX- 
100C - No Logo Available from A-1 Security or Nat’l Auto Lock @ 800-954-5454. 


2. Opening the 
HHR is by no 
means a difficult 
job. Carefully 
position an Air 
Wedge in place 
and slide in a 
button grabber to 
get a hold on 
the vertical 
locking button. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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3. Pull up on the button 
and prepare to receive 
some money for an 
easy lockout. 


4. A key can be made to the HHR by using the Determinator or by removing 
the door lock. This car is transponder equipped using the new Circle Plus 
“Z” key. To remove the door lock you will need to pull the inside door panel. 
There are a few panel fasteners to be removed as indicated. 
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5. Begin by removing the Torx screw 
behind the door release pull. 


6. There are two screws that must be 
removed in the door pull cavity. Lift up the 
rubber cover to reveal the Torx screws. 


7. Remove these beautiful Torx screws 
and have fun doing it. 
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8. On the lower edge of the door is a plastic fastener 
that must be removed. 


10. Once the panel is removed you will need to pull 
back the weather liner. Take care not to tear it. 


9. The door panel can now be unsnapped and lifted up 
to remove. You will need to disconnect 
the door release linkage rod. 
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12. The rear window track removed. 


11. It is much easier to work on the outside handle 
and door lock with the rear small window track 
removed. There is only one nut that holds it in place. 


13. A view of the outside door handle and lock 
cylinder. The lock cylinder’s front cover 
has to be removed. 
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14. On the edge of the door is a Torx screw that must 
removed to free up the cover. 


16. A view of the cover. 


15. The cover can be pulled straight out once the 
retainer screw is removed. 
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17. Shown here is the bracket assembly that holds the 
lock cylinder and connects the outside handle to the 
latch release linkage. As you can see the lock 
cylinder is held in place by a wire clip. 


19. Once the handle is removed you will see the front 
door lock bracket assembly bolt. Remove the bolt. 
Slide out the linkage rods and remove 
the door lock bracket assembly. 


18. Since it easy to remove and makes the 
job easier we will remove the door lock 
bracket assembly. Remove the outside 
handle by pivoting it out. 
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21. The door lock cylinder. 


20. A view of the bracket. 
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23. The door cylinder plug contains eight tumblers in 
positions 3 through 10. The door lock contains the 
most tumblers. Tumbler positions 1 & 2 
are not used anywhere. 


22. Remove the facecap with a small flat blade 
screwdriver. Re-use the facecap. 


24. There is a ball bearing detent for the plug 
in the cylinder housing. 


10 • Automotive Edge 
National Locksmith Automobile Association 


25. Here is a view of the door lock cylinder 
that is disassembled. 


27. The ignition lock cylinder can only be removed with a 
working key or by drilling the sidebar. 


26. The Security Indicator is located in the 
Instrument Cluster on the lower left side. 
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29. Separate the top section of the shroud 
from the bottom. 


28. To service the ignition lock you must first take 
apart the plastic 2-piece shroud that encircles the 
steering column. Remove the bottom fasteners. 


30. Remove the bottom section of the shroud. 
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31. Once the shroud is removed you can see the 
ignition lock and the Immobilizer Induction Coil. 


33. The lock cylinder slides out. 


32. Insert a working key and turn “On.” There are two 
spring-loaded active retainers that 
need to be depressed. 
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35. Once the cylinder is removed you can see the key 
code. The series for this car is G 001 through G 3631. 


34. The arrows indicate the positions 
of the two retainers. 


36. As shown in the picture is the lock cylinder with 
the two retainers and the sidebar. This lock cylinder is 
a sealed unit. The tumbler plug is made of 
plastic and is inserted from the front. 
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37. A service kit is sold for this car from any 
GM dealership. GM Part # 15282624. 


39. If the car is unlocked—press the lever 
under the Chevrolet Logo. 


38. There is no lock on the rear hatch. 
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NOTE: Transponder System–Locksmith Programmable. The Ignition lock cylinder has a sidebar. There is no #5 depth in 
the first cut position. 


Method #1 Try to obtain a code from Chevrolet Roadside or try to have the customer obtain it from them. 


Method #2 Use the GM #7 Determinator for the vehicle. This will give you positions 3 through 10. This will give you a 
complete key as positions 1 & 2 are not used anywhere in the locks. 


Method #3 Disassemble the door lock and decode the tumblers. This will give you positions 3 through 10. This will give 
you a complete key as positions 1 & 2 are not used anywhere in the locks. 


On Board Transponder Key Programming Instructions: 


Programming New Transponder Keys: (All Keys Lost) 


1. Put the newly cut Master key into the keyway and turn it to the ON (RUN) position. A “Security” indicator light on the 
dashboard will stay on for 10-minutes. 


2. Within 1-minute after the indicator light goes off, turn the ignition to “OFF” then return to the ON (RUN) position. The 
indicator light again will stay on for 10-minutes. (Do not remove the key.) 


3. Again, within 1-minute after the indicator light goes off, turn the ignition to “OFF”, then return to the ON (RUN) position. 
The indicator light again will stay on for 10-minutes. (Do not remove the key.) 


4. When the light goes off for the third time, the new key is programmed into the computer and will start the car. Remove 
the key and then re-insert it into the ignition lock and start the car. 


All previously stored codes will be erased. To stop the process at any time, simply remove the key and use an existing 
key to start the car. 


For Cars Where You Want To Just Create A Spare Key: 


1. Place an already programmed key in the keyway. Cycle the ignition from OFF to ON (RUN) to OFF. 


3. Within 15-seconds, insert the new, properly cut Transponder key in the ignition. Turn the key to ON (RUN) or START. 
The “Security” indicator light will go on and off. Turn the key “OFF”. 


4. The key will now start the car. Repeat the second step for each new key to be programmed. 


40. There is no lock on the passenger 
side door handle. 


Transponder Information: 


NLAA 
1533 Burgundy Parkway 
Streamwood, Illinois 60107 
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